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PRMA, Vegetative and Plaza Deck 
Waterproofi ng

Protected roof membrane assemblies (PRMA) 
provide high value and long term durability on long 
life cycle buildings. PRMA roofs range in function 
from infrequently accessed stone ballasted systems, 
to paver/plaza deck walking surfaces, to fully 
landscaped vegetative roof gardens. PRMA extends 
the life of roofi ng components and reduces building 
maintenance costs by eliminating UV exposure and 
minimizing thermal cycling.

Vegetative roofs are gaining widespread acceptance 
due to the practical, fi nancial, and environmental 
benefi ts they provide. In addition to creating more 
usable landscaped space in the form of rooftop 
terraces, walkways, plazas and gardens, a well 
insulated PRMA vegetative roof assembly improves 
energy effi ciency and reduces heating and cooling 
costs. In some instances vegetative roofs receive 
fi nancial funding incentives from government agencies 
responsible for reducing environmental impact. 
Vegetative roofs provide a number of important 
environmental benefi ts such as reduced storm water 
runoff and sewer fees, they help keep contaminants 
out of lakes and streams, they reduce the urban 
heat island effect, and they improve air quality by 
converting carbon dioxide to oxygen.

FOAMULAR® Extruded Polystyrene (XPS) 
Insulation for PRMA

FOAMULAR® XPS insulation products 404, 604, 
404RB and 604RB are used in PRMA applications. 
Extruded polystyrene is the only insulation used in 
PRMA roof systems due to its excellent resistance to 
water absorption compared to any other type of rigid 
board insulation. Because the insulation is installed 
above the waterproofi ng membrane and is exposed 
to water through its service life, resistance to water 
while maintaining physical properties is critical.

FOAMULAR® 404 and 604 have channels cut into 
the bottom edges on all four sides of the board to 
enhance drainage at the board/membrane interface. 
FOAMULAR® 404RB and 604RB have ribs cut 
into the top surface of the board in addition to the 
channels on the bottom. The ribs serve as drainage 
enhancement under pavers when the pavers are laid 
directly on top of the foam board.

PRMA, Vegetative and Plaza Deck 
Above Deck Roof Insulation

Vegetated Waterproofi ng System

Plaza Deck/Paver Waterproofi ng System

Stone Ballasted Waterproofi ng System
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Disclaimer of Liability 
Technical information contained herein is furnished without charge or obligation 
and is given and accepted at recipient’s sole risk. Because conditions of use may 
vary and are beyond our control, Owens Corning makes no representation 
about, and is not responsible or liable for the accuracy or reliability of data 
associated with particular uses of any product described herein. Nothing 
contained in this bulletin shall be considered a recommendation.

The GREENGUARD INDOOR AIR QUALITY CERTIFIED mark is 
registered certifi cation mark used under license through the GREENGUARD 
Environmental Institute. 

LEED is a registered trademark of the U.S. Green Building Council.

Sustainability

Owens Corning is committed to driving sustainability 
through greening our operations, greening our 
products and accelerating energy effi ciency in the 
built environment. Owens Corning FOAMULAR® 
XPS products are GREENGUARD Indoor Air 
Quality Certifi ed® and GREENGUARD Children and 
Schools Certifi edSM. FOAMULAR® XPS is also third 
party certifi ed, to contain a minimum 20 percent 
recycled polystyrene content and is produced with 
a zero ozone depletion blowing agent formulation. 
FOAMULAR® XPS insulation products contribute 
to achieving credits in multiple LEED® categories 
including energy effi ciency and recycled material 
content and carry a lifetime limited warranty1 on all 
ASTM C578 physical properties for true long lasting 
value. 

Notes

1. See actual warranty for complete details, limitations and 

requirements.


