
Pendants.

Description:

Application:

Installation type:
Recessed.

Unique and unrepeatable, Match is much more than a light fi xture. This innovative 
product stands as a new lighting concept based on co-creation. Using the product 
confi guration software CREA, Match allows you to create structures arranged chaotically, 
automatically planned on-line and adapted to fi t into the room and the space available. 
The result are infi nite artistic confi gurations based on thin rods of aluminum and LED 
light terminals, forming a light sculpture that illuminates central themes of space and 
interior decoration.

Custom-made product for each space:
At www.vibia.com    Professional area 
you can create and choose the Match solution you need. 
Endless designs, layouts and combinations are possible. Choose and create.

Match
Design by Jordi Vilardell & Meritxell Vidal.

AT VIBIA.COM
PRODUCT CONFIGURATION
CREATE YOUR

Diffuser:
Methacrylate diffuser.

Finish:

03. Matte white lacquer.
(RAL 9016).

18. Matte graphite grey lacquer.
(RAL 7016).

Electrical characteristics:
LED 2.1W 700mA.

Installation and assembly:
Recessed installation.

Design your product confi gurations fast online in
Create your project    Match
and you’ll receive a PERSONALIZED INSTALLATION GUIDE with all the details
of your composition and guidance for its correct and easy installation.of your composition and guidance for its correct and easy installation.

Materials: 
Head: Aluminum.
Canopy Plate: Steel.
Rods: Steel.

Led 3100 K. CRI >80. 181 lm. 86 lm/W.

Driver included Constant Current 700 mA.
120-277V.  50/60Hz.
1-10V electronic dimming



Match
Design by Jordi Vilardell & Meritxell Vidal.

General lighting - opaque shade:

Highlight:

Lamp for general lighting with an opaque shade and distributing 
light upwards and/or downwards mainly.

Lamp used to highlight a specifi c element.

Light distribution:

VIBIA, INC.
272 Fernwood Ave. Edison, NJ 08837. USA. Phone 732 417 1700. Fax 732 417 1701. 
sales@vibialight.com     www.vibia.com

Certifi cates:

LED IP20 1-10V120 - 277V  Ø 1 3/4 ˝  Ø 4 1/2 ˝ 

CanopyNode


