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The fixture design is based on the principle of a reflective
three-shade system, which directs the majority of the

light downwards. The shades are made of hand-blown,
opal, three-layer glass, which is glossy on top and

sandblasted matte on the underside, giving a soft and
uniform light distribution.

Poul HenningsenPoul Henningsen
Poul Henningsen was born in Copenhagen by the famous Danish actress Agnes Henningsen. He never
graduated as an architect, but studied at The Technical School at Frederiksberg, Denmark from 1911-14,
and then at Technical College in Copenhagen from 1914-17.
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Product infoProduct info
FinishFinish

Black metalized or high lustre chrome plated. White opal glass.

MaterialsMaterials

Shades: Handblown white opal glass (sandblasted on the undersides for uniform light distribution). Suspension:
Black metalized or high lustre chrome plated, spun aluminum.

MountingMounting

Canopy: White. Cord type: 3-conductor, 18 AWG black PVC power cord. Cord length: 12’.

Sizes and weightSizes and weight

Width x Height x Length (in.) | 7.9 x 5.5 x 7.9 Max 2.1 lbs

ComplianceCompliance

cULus, Dry location.

Light sourceLight source

1/40W/G16.5/IF candelabra

Product variantsProduct variants
Light sourceLight source Voltage frequencyVoltage frequency ColorColor ClassClass Cable typeCable type

1/40W/G16.5/IF candelabra 120V  Black metalized - BLK

 Brass metalized II WHT

 High lustre chrome plated
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Product descriptionProduct description
Suspended glass luminaire.
Iconic design.
Part of a wide family of multiple sizes.

Can be mounted on 4” octagonal junction box.

Light descriptionLight description
Glare free, symmetric distribution.
Glow in mouth-blown glass
Downward directed light from glass shades
Diffuse light from opal glass shades

DesignDesign
Poul Henningsen

MountingMounting
Shades: opal, mouth-blown glass, 2mm (0. 08”) thick, sandblasted interior for diffuse light distribution.
Stem of high lustre chrome plated aluminum above glass.
Socket: Porcelain, candelabra base for G16. 5, frosted envelope lamps.
Socket position is adjustable to allow correct lamp position and fixture illumination.
Canopy: 5. 3” diameter x 0. 9” tall cone of spun aluminum.
Cable: black PVC coated, 12 ft.

WeightWeight
Min: 2.083 lbs Max: 2.083 lbs

FinishFinish
Black metalized, Brass metalized, High lustre chrome plated
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VoltageVoltage
120V

Light distribution diagramsLight distribution diagrams
CartesianCartesian IsoluxIsolux PolarPolar BugBug

Spare parts & accessoriesSpare parts & accessories

ProductProduct Variant numberVariant number

PH 2-1, MIDDLE SHADE, GLASS 5741084940

PH 2-1, LOWER SHADE, GLASS 5741084953

PH 2-1, TOP SHADE, GLASS, PENDANT 5741084898
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